
COVERINGS

SEAL 12-2
OutdOOr special twO-cOmpOnent pOlyurethane.

its high resistance to ultraviolet rays and its capacity to support weatherproof without losing its physical properties 
make seal 12-2 an ideal product to be applied on outdoor floors subject to a continuous traffic with industrial 
vehicles. 

USES  

seal 12-2 is a coating for indoor and outdoor concrete floors which need a high chemical and mechanical resis-
tance. it is especially suitable for outdoor sport courts. seal 12-2 is also suitable to be applied by the multilayer 
system with the addition of silica sand which permits to obtain a thickness until 4 mm.

SURFACE PREPARATION 

the surface must be clean and dry and exempt of greases, oils and other pollutants which could affect the product 
adherence. it is recommended to scrape off or to mill the surface (with a milling machine or a “scrapping” machi-
ne) to achieve an open pore surface in order to facilitate a good adherence of the product. in old supports which 
have been painted before it is necessary to eliminate the remainders of paint and bad stuck particles.

INSTRUCTIONS FOR USE  

On new concrete or mortar surfaces apply a first coat with our primer prima 68 and before the next 24 hours 
apply seal 12-2. to do this, mix the two components, pour component B completely into component a and mix 
them with a low revolutions mechanical mixer, adjust the viscosity with our solvent diluyente nº1 until a maxi-
mum of 15%. let the mixture repose for 10 minutes before its application. seal 12-2 can be applied with brush, 
paint roller or air-less. the time to use the mixture is about 1 hour at 20ºc. do not apply with temperatures below 
–10ºc.



SPECIFICATIONS

CONSUmPTION   

150-200 gr. per m² and coat, depending on the roughness of the surface.

COLOURS

Grey, red and green. 
Other colours: on demand in orders over 500 Kg.

PACkINg ANd STORINg 

seal 12-2 is supplied in hermetic barrels of 10 Kg. part a:7.5 Kg. and part B:2.5 Kg.  
professional use. 

HygIENE ANd SAFETy    

see product label.

SPECIFICATIONS

aliphatic polyurethane resins, acetones and aromatic hydrocarbons.

aromatic hydrocarbons and mineral stable to light pigments. 

a/B mixture relation: 3/1 in weight

density: component a a: 1,45 ± 0,10 g/ml

componen B: 1,05 ± 0,03 g/ml

mixture a+B: 1,30 ± 0,15 g/ml

dry extravt: comp. a: 71,0 ± 3,0% comp. B: 77,0 ± 3,0%

dry extract in volum: 60% ± 3% depending in the colour

Viscosiyt at 25°c: comp. a: 25 ±5p comp. B: 45 ±10p

Fineness (north scale): 7
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